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1 (explosive) materials are stowed must 
be kept closed except during loading 
and unloading of the compartment. 
After loading, hatches must be se-
curely closed. 

§ 176.184 Class 1 (explosive) materials 
of Compatibility Group L. 

Class 1 (explosive) materials in com-
patibility group L may not be handled 
in a port area without the special per-
mission of, and subject to any special 
precautions required by, the COTP. 

§ 176.190 Departure of vessel. 
When loading of Class 1 (explosive) 

materials is completed, the vessel must 
depart from the port area as soon as is 
reasonably practicable. 

§ 176.192 Cargo handling equipment 
for freight containers carrying 
Class 1 (explosive) materials. 

(a) Except in an emergency, only 
cargo handling equipment that has 
been specifically designed or modified 
for the handling of freight containers 
may be used to load, unload, or handle 
freight containers containing Division 
1.1 or 1.2 (explosive) materials. 

(b) The gross weight of a freight con-
tainer containing Class 1 (explosive) 
materials may not exceed the safe 
working load of the cargo handling 
equipment by which it is handled. 

[Amdt. 176–30, 55 FR 52696, Dec. 21, 1990, as 
amended at 66 FR 45384, Aug. 28, 2001] 

MAGAZINE VESSELS 

§ 176.194 Stowage of Class 1 (explo-
sive) materials on magazine vessels. 

(a) General. The requirements of this 
section are applicable to magazine ves-
sels and are in addition to any other 
requirements in this subchapter. 

(b) Type vessel authorized. A single 
deck vessel with or without a house on 
deck is the only type vessel that may 
be used as a magazine vessel. A maga-
zine vessel may not be moved while 
Class 1 (explosive) materials are on 
board. 

(c) Location of explosives. Division 1.1, 
1.2, or 1.3 (explosive) materials, in ex-
cess of 2268 kg (5000 pounds), stored in 
any magazine vessel must be stowed 
below deck. No Class 1 (explosive) ma-
terials may be stowed on deck unless 

the vessel is fitted with a deck house 
having a stowage area which meets the 
requirements in this subpart for the 
stowage of Class 1 (explosive) mate-
rials. Detonators, detonator assemblies 
and boosters with detonators, Division 
1.1 (explosive) may not be stored on the 
same magazine vessel with other Divi-
sion 1.1, 1.2. and 1.3 (explosive) mate-
rials. 

(d) Class 1 (explosive) materials storage 
spaces. Any compartment on a maga-
zine vessel used for the stowage of 
Class 1 (explosive) materials must be 
completely sealed with wood so as to 
provide a smooth interior surface. Each 
metal stanchion in the compartment 
must be boxed in the same manner. An 
overhead ceiling is not required when 
the overdeck is weather tight. All nail 
and bolt heads must be countersunk 
and any exposed metal must be covered 
with wood. 

(e) Initiating explosives, detonators and 
boosters with detonators. No explosive 
substance in Division 1.1, compatibility 
group A may be stowed in the same 
compartment with any other Class 1 
(explosive) materials when there are 
explosive substances in Division 1.1 or 
1.2 (explosive) on the same magazine 
vessel. Detonators, detonator assem-
blies and boosters with detonators 
must be stowed at least 8 m (26 feet) 
from any bulkhead forming a boundary 
of a compartment containing any other 
Class 1 (explosive) materials. 

(f) Dry storage spaces. A magazine ves-
sel having a dry storage space capable 
of being used for any purpose whatso-
ever must have a cofferdam at least 61 
cm (24 inches) wide fitted between the 
dry storage space and each adjacent 
compartment containing Class 1 (ex-
plosive) materials. The cofferdam must 
be constructed of wood or steel, formed 
by two tight athwartship bulkheads ex-
tending from the skin of the vessel to 
the overdeck. If the cofferdam extends 
to the weather deck, a watertight 
hatch must be fitted in the deck to pro-
vide access to the cofferdam. 

(g) Lighting. Non-sparking, battery- 
powered, self-contained electric lan-
terns or non-sparking hand flashlights 
are the only means of artificial light 
authorized. 

(h) Living quarters. Living quarters 
must be fitted on the inside with a non- 
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